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Waterbased basecoat varnish for any interior wood. Ideal for the preliminary treatment with 
MOBILACK. Ready to use as single-component, can be catalyzed adding Borma catalyst 
4100-2K for waterborne lacquers, ratio 10:1. Great transparency and elasticity, thanks to its 
texture it’s easy to apply by brush even on vertical surfaces. The waterbased formulation 
grants limited VOC release, respecting people and environment. 
Suitable for furniture, doors, skirtings, wooden walls. 
 

Form: translucent whitish liquid 
Catalysis ratio: A : B = 10 : 1 
Temperature range of application: from +5 °C to +30 °C 
Pot life if catalyzed: 2 – 3 hrs 
Dust free time: ≈ 30 min 
Drying times: - overcoating:   ≈ 10 – 12 hrs 

- light traffic:   ≈ 36 hrs 
Yield: 8-12 m2/Lt 
Cleaning: water 
 

 
Preparation of background 
Sand the furniture to obtain a smooth and clean surface, free from oil, grease, wax, silicone, 
and old varnishes. 
On a smooth and properly sanded and clean surface, apply the product, then after 12 hours 
sand with abrasive paper grit 220, remove with care all the dust and clean with an antistatic 
cloth. 
Then apply MOBILACK waterbased varnish for furniture. 
Two components – mix varnish and CATALYST 4100-2K in ratio 10 : 1, stir very well then 
add 5-10% of water (possibly demineralized), and stir again. After 10 minutes apply the 
product, then wait 12 hours and sand with abrasive paper grit 220, remove with care all the 
dust and clean with an antistatic cloth. Then apply MOBILACK, waterbased varnish for 
furniture. 
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The product comes in 1Lt, 5Lt, 10Lt e 25Lt sized cans. 
 

 
For professional users only. 
Verify compatibility (colour, oil and resin content) with unknown timbers. 
Remove completely all residuals of previous treatment to obtain a uniform finishing. 
Always verify room temperature and humidity of wood. 
Protect from direct sunlight and air for the first 3 hours after application. 
Store in a cool, well ventilated place, keep the container closed when not in use.  
Keep away from heat, flames, sparks and other sources of ignition.  
Keep from freezing. 

 

 


