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PARALOID™ B-82 Solid Grade Thermoplastic Acrylic 

Resin 
For Transparent, Durable, Flexible and Resistance Characteristics 

PARALOID™ B-82 Solid Grade Thermoplastic Acrylic Resin is a general purpose acrylic 
resin that has excellent transparency, durability, and resistance characteristics. It can be 
used over metal, plastics, wood and masonry; PARALOID™ B-82 Solid Grade 
Thermoplastic Acrylic Resin is softer than most other PARALOID™ thermoplastic resins, 
and so it will have generally better flexibility. As a result, PARALOID™ B-82 Solid Grade 
Thermoplastic Acrylic Resin is well suited for general product finishing where a softer resin 
is required. PARALOID™ B-82 Solid Grade Thermoplastic Acrylic Resin is also available at 
51% solids in Toluene. 

PARALOID™ B-82 Solid Grade Thermoplastic Acrylic Resin is soluble in a variety of 
solvents including toluene, xylene, MEK, and some esters and glycol ethers such as methyl 
acetate, n-butyl acetate, PM acetate and propyl acetate. However, PARALOID™ B-82 Solid 
Grade Thermoplastic Acrylic Resin is insoluble in most alcohols and aliphatic solvents, such 
as isopropyl alcohol, VM&P Naphtha and mineral spirits. 

Typical Physical Properties1

Property Typical Values 

Physical Form Pellets 

Chemical Composition MMA/EA Copolymer 

Tg, °C 35 

Bulk Density, lbs/gal (25°C) 9.3 

Solubility Parameter 9.4 

Ultimate Hardness of Clear Films, KHN 10-11
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1. These properties are typical but do not constitute specifications.
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